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section on each airplane subject to the 
extension. 

TABLE 2 

Model—Boeing Model—Airbus 

747 Series A318, A319, A320, A321 Series 
737 Series A300, A310 Series 
777 Series A330, A340 Series 
767 Series 
757 Series 

(l) For any foreign air carrier or for-
eign person for which the operating 
certificate is issued after December 26, 
2008, the compliance date specified in 
paragraph (e) of this section may be ex-
tended by one year, provided that the 
foreign air carrier or foreign person 
meets the requirements of paragraph 
(k)(2) of this section when its initial 
operations specifications are issued 
and, thereafter, uses ground air condi-
tioning systems as described in para-
graph (k)(2) of this section on each air-
plane subject to the extension. 

(m) After the date by which any per-
son is required by this section to mod-
ify 100 percent of the affected fleet, no 
person may operate in passenger serv-
ice any airplane model specified in 
Table 2 of this section unless the air-
plane has been modified to comply 
with § 26.33(c) of this chapter. 

TABLE 3 

Model—Boeing Model—Airbus 

747 Series A318, A319, A320, A321 Series 
737 Series A300, A310 Series 
777 Series A330, A340 Series 
767 Series 
757 Series 

(n) No foreign air carrier or foreign 
person may operate any airplane on 
which an auxiliary fuel tank is in-
stalled after December 26, 2017 unless 
the FAA has certified the tank as com-
pliant with § 25.981 of this chapter, in 
effect on December 26, 2008. 

(o) Exclusions. The requirements of 
this section do not apply to the fol-
lowing airplane models: 

(1) Convair CV–240, 340, 440, including 
turbine powered conversions. 

(2) Lockheed L–188 Electra. 
(3) Vickers VC–10. 
(4) Douglas DC–3, including turbine 

powered conversions. 
(5) Bombardier CL–44. 
(6) Mitsubishi YS–11. 

(7) BAC 1–11. 
(8) Concorde. 
(9) deHavilland D.H. 106 Comet 4C. 
(10) VFW—Vereinigte Flugtechnische 

VFW–614. 
(11) Illyushin Aviation IL 96T. 
(12) Bristol Aircraft Britannia 305. 
(13) Handley Page Herald Type 300. 
(14) Avions Marcel Dassault—Breguet 

Aviation Mercure 100C. 
(15) Airbus Caravelle. 
(16) Fokker F–27/Fairchild Hiller FH– 

227. 
(17) Lockheed L–300. 

[Doc. No. FAA–2005–22997, 73 FR 42503, July 
21, 2008, as amended by Amdt. 129–47, 74 FR 
31620, July 2, 2009] 

Subpart C—Special Federal 
Aviation Regulations 

§ 129.201 SFAR No. 111—Lavatory Oxy-
gen Systems. 

The requirements of § 121.1500 of this 
chapter also apply to this part. 

[Doc. No. FAA–2011–0186, 76 FR 12556, Mar. 8, 
2011] 

APPENDIX A TO PART 129 [RESERVED] 

PART 133—ROTORCRAFT 
EXTERNAL-LOAD OPERATIONS 

Subpart A—Applicability 

Sec. 
133.1 Applicability. 

Subpart B—Certification Rules 

133.11 Certificate required. 
133.13 Duration of certificate. 
133.14 Carriage of narcotic drugs, mari-

huana, and depressant or stimulant drugs 
or substances. 

133.15 Application for certificate issuance or 
renewal. 

133.17 Requirements for issuance of a rotor-
craft external-load operator certificate. 

133.19 Rotorcraft. 
133.21 Personnel. 
133.22 Employment of former FAA employ-

ees. 
133.23 Knowledge and skill. 
133.25 Amendment of certificate. 
133.27 Availability, transfer, and surrender 

of certificate. 

Subpart C—Operating Rules and Related 
Requirements 

133.31 Emergency operations. 
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